
Resene art with Mark Rayner – 52

In Australia:
Call 1800 738 383, visit www.resene.com.au  
or email advice@resene.com.au

In New Zealand:
Call 0800 RESENE (737 363), visit www.resene.co.nz  

or email advice@resene.co.nz

You will need:
•	 Candle
•	 Paintbrush
•	 PVA	glue
•	 Red	glass	tumbler
•	 Resene	Aquaclear	gloss

•	 Resene	Crackle	Effect
•	 Resene	Terracotta	Sealer
•	 Resene	testpots	of	Resene	Nero	

and	Resene	Roadster
•	 Small	terracotta	pot	and	saucer

Transform a simple 
terracotta pot and 
saucer into a festive 
candle holder just in 
time for Christmas.

Christmas crackle  
candle holder

To get the look:

Mark	 painted	 the	
background	 wall	 with	
Resene	 SpaceCote	 Flat	
tinted	 to	 Resene	 Pale	
Prim.

Other ideas:

Get	a	theatrical	crackle	
look	 by	 painting	 the	
candle	 holder	 with	
Resene	 Bullion	 over	
a	 basecoat	 of	 Resene	
Pohutukawa.	

For more ideas and 
inspiration visit your local 
Resene ColorShop or  
www.resene.co.nz or  
www.resene.com.au.

Check out our special Artists 
section online
www.resene.co.nz/artists/
artists_canvas.htm
or
w w w. r e s e n e . c o m . a u /
artists/artists_canvas.htm.

Step six
Apply one coat of Resene 
Roadster to the candle 
holder and allow two 
hours to dry.

Step seven
Apply two coats of 
Resene Aquaclear to the 
candle holder, allowing 
two hours for each coat 
to dry.

Step eight
Fix the glass tumbler to 
the top of the candle 
holder with a generous 
blob of PVA glue.

Step five
Apply one coat of Resene 
Crackle Effect to the 
candle holder and allow 
to dry.

Step two
Press the terracotta 
saucer onto the pot and 
allow the glue to dry.

Step three
Apply one coat of Resene 
Terracotta Sealer to the 
candle holder and allow 
to dry.

Step four
Apply one coat of Resene 
Nero to the candle holder 
and allow two hours to 
dry.

Step one
Turn the terracotta pot 
upside down and put a 
blob of PVA glue around 
the base, as shown.


